












[PAGE SIX]

Layout Ideas – Capz and grid
locations
In your Technical guide, CS-3939, we’ve given you some examples of potential
layouts, including panel sizes, cap spacing, grid components and details.

A complete technical guide as well as installation instructions are available
online at armstrong.com/capz to assist your installers.

4' Cross Tee
Typical

M
ain B

eam

M
ain B

eam

M
ain B

eam

3' Cross Tee
Typical

G
rid

 S
p

acing

C
ap

 S
p

acing

Grid Spacing

Cap Spacing

4'3'

3'

1'

3'

1'

3'

1' typ.

M
ain B

eam

M
ain B

eam

Cross 
Tee - 1' 
Typical

G
rid

 S
p

acing

C
ap

 S
p

acing

Grid Spacing

Cap Spacing

2'-6"

2'-6"

2'-6"

2'-6"

M
ain B

eam

M
ain B

eam

Cross 
Tee - 1' 
Typical

G
rid

 S
p

acing

C
ap

 S
p

acing

Grid Spacing

Cap Spacing

2'-6"

2'-6"

2'-6"

2'-6"

4′ x 4′ Panels 2′ x 6′ Panels

St. Michael’s Country Day School, Newport, RI Arium Architects, Columbia, MD

CS-3938 OptCapz Brochure_408d:533534  5/9/08  4:55 PM  Page 7



CEILING SYSTEMS

[ Between us, ideas become reality.]®
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OPTIMA® Capz™

Acoustical Ceiling System

Physical Data – Field Panels
Material
Optima® is fiberglass and features a DuraBrite® acoustically transparent membrane.

Surface Finish
DuraBrite with factory-applied acrylic latex paint providing superior light reflectance. 

Acoustics
Optima panels provide outstanding acoustical performance. NOTE: Acoustical
properties are negatively affected by paint application to this surface.

Panel Deflection
Optima Capz will naturally deflect due to the Capz four-point suspension system.
Deflection of up to 1/8″ has been documented in some cases.

Mold/Mildew and Antimicrobial Resistance
Optima is formulated to inherently resist the growth of microorganisms.

Low/No-Added Formaldehyde
Optima Capz panels are rated “Low Formaldehyde.” 

Weight; Square Feet/Carton
Please see armstrong.com or call 1 877 ARMSTRONG.

Warranty
Optima Capz Acoustical Ceiling System carries a 10-year limited warranty.

Design Considerations
• In situations where all four suspension points cannot be used, follow our

technical guide for recommendations.

• Panels are installation directional and are marked on the back with arrows. 
Install all Optima Capz panels with the directional arrow in the same direction to
provide installation consistency, uniform visual and proper panel alignment.

• Product is recommended to be installed at ceiling height of nine feet 
or higher.

• Suspension system may be visible when the product is installed at low
elevations (360º painted grid may be used to coordinate suspension 
system with ceiling deck).

Installation Considerations
• Please refer to installation instructions LA-297435 before installing Optima Capz

• Panels are pre-drilled to accept hardware caps

• Panels may be stacked in layers

• Panels may be installed on a slope using installation guidelines found in installation
instructions LA-297435

• For minor surface or edge scratches use the Armstrong SuperCoat™ Touch-up
Paint item #5761
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