


TLX - a revolutionary clip
Armstrong is continually working to improve  
its product range and performance.

Following the launch of Peakform, Armstrong 
presents its latest innovation; the TLX clip.
• New highly engineered staked-on hook clip

• Patented clip

• Its unique composite material and shape provide:
 - a stronger and level connection
 - improved fire performance*
 - increased overall stability

* for details of fire test, please contact your Internal Technical Sales group

Extra positioning reference  
for a level finish

Stronger rivetting

Safety locker, blocks the 
profile in the rout hole

Locks in the rout - 
audible click, strong 
positioning, reduces swinging

Rout hole lines

Set positioning  
for a level finish



Key Attributes
• �Peakform patented universal main runner and cross 

tee design increase strength and stability for improved 
performance and makes the grid easier to cut.

• �TLX cross tees provide easier installation, stronger 
connections and improved level.

• �Rotary stitched main runner and cross tees for additional 
torsional strength and extra stability during installation.

Physical Data
• �Material - Double-web galvanised steel

• Surface Finish - Baked polyester paint

• Product Family - Exposed tee system

• Main Runner/Cross Tee Interface - TLX clip

• �Main Runner details - bulb to bulb connection using staked-
on Superlock clip, Peakform profile with single stitching

• �Cross Tee details - staked-on TLX clip, Peakform profile 
with double stitching 

• �Fire Rating - Comprehensive fire test certifications, please 
contact your Internal Technical Sales group for all details.

Maximum Load = 10.5kg/m2

(for span (L) deflection = L/500 but not more than 4mm,
tested in accordance with EN 13964). 

1  BP 31 40 32A or BP 31 42 32  
2  BP 13 30 31   
3  BP 13 20 31

Standard lay-in installation on
24mm exposed suspension system
using Board or Tegular edge tiles.

Load Capacity
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6  Tile Main Runner
centres

Hanger
centres 

Quantities required per 1m2 (no waste included)

1  Main Runner 2  �Cross Tee  
1200mm

2  �Cross Tee  
600mm

4  Hanger    7  ��Universal 
Retaining Clip

1200 x 600mm
1,39 pcs

1200mm  1200mm 0,84 lm 1,67 lm - 0,70 pcs 5,56 pcs

600mm 1200mm 1,67 lm - 0,84 lm 1,40 pcs 5,56 pcs

600 x 600mm 
2,78 pcs

1200mm 1200mm 0,84 lm 1,67 lm 0,84 lm 0,70 pcs 5,56 pcs

 600mm 1200mm 1,67 lm  - 1,67 lm   1,40 pcs  5,56 pcs

5  Perimeter Trim approx. 0,70 lm/m2 The chart is for general guidance only.

System Drawing (module 1200 x 600mm)

All measurements in millimetres.
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1   �High yield strength hot 

dipped galvanised steel

2  �Coil coated acrylic /  
urethane primer

3  �Colour blended extrusion  
grade rigid PVC

TLX - a revolution in cross tees

Stronger system
• �Height increased from 35 to 38 mm for a 

stronger system

• �The Peakform bulb provides extra resistance

• �Doubled stitched for improved torsional 
strength

• �Double hem for improved lateral strength

Safer and more practical 
connection
• �Audible click confirms the cross tees locate  

in the right position

• �Easier connection into the rout holes

• �Self-squaring system

�

Easier to handle
• �Cross tees quicker and easier to cut due to  

the Peakform section

• �Quicker installation as 90% of site cuts are to 
cross tees

• �Easier to demount

• �Up to 50% lighter carton weight

• �Improved stability of cut cross tees on 
perimeter trims

Flexibility
• �Fully compatible with Armstrong TL cross tees 

(no obsolescence)

• �Special size cross tees available upon request

• �Available in the full Armstrong range of colours

• �Compatible with Armstrong slotted Bandraster

• �Fire test certificates available*

* �for details of fire tests, please contact your Internal Technical  
Sales group

Easier, stronger, safer & faster !



A comprehensive range of 
accessories for complete 
installations

Specials programme
On request, possibility to produce:

• �Special length cross tees from 50mm

• �Special colour cross tees from the RAL range

• �Minimum order quantity: 1 carton

A dedicated service 
programme
• �10 year product warranty

• �CE marked in accordance with EN 13964

• �Comprehensive fire test certification

Easier, stronger, safer & faster !

For more information, please contact your Internal Technical Sales group.



Main Runners
Description CLS Item 

number
Length
(mm)

Height
(mm)

Qty/ctn
(pcs)

Qty/ctn 
(lm)

Weight/ctn
(kg)

Ctns/pallet

Prelude 24 Peakform Main Runner
slotted at 100mm - 1st slot at 50mm

BP 31 40 32 A 3600 43 20 72 21 30

Prelude 24 Peakform Main Runner
slotted at 100mm - 1st slot at 50mm

BP 31 42 32 3000 43 20 60   17,5 30

 BP 31 40 32 A 50 100 33 x 100 100 50

 BP 31 42 32 50 100 27 x 100 100 50

TLX Cross Tees
Description CLS Item 

number
Length
(mm)

Height
(mm)

Qty/ctn
(pcs)

Qty/ctn 
(lm)

Weight/ctn
(kg)

Ctns/pallet

Prelude 24 TLX Peakform slotted at 300mm BP 13 30 31 1200 38 60 72 18,15 72

Prelude 24 TLX Peakform unslotted BP 13 20 31  600 38 60 36 9,08 144

Prelude 24 TLX Cross Tee slotted at 300mm BP 13 36 32 1500 38 30 45 14,50 20

Prelude 24 TLX Cross Tee slotted at 300mm BP 13 34 32 1800 38 30 54 17,13 20

600 1800300

Perimeter Trims
Description CLS Item 

number
Length
(mm)

Height
(mm)

Qty/ctn
(pcs)

Qty/ctn 
(lm)

Weight/ctn
(kg)

Ctns/pallet

Perimeter Angle; painted; 24 x 24 x 0,60 BPT 2400 H 3050 24 30 91,5 20 49

Perimeter Angle; painted; 19 x 24 x 0,45 BPT 1924 HD 3000 24 36 108 22,70 49

Perimeter Angle; painted; 19 x 32 x 0,45 BPT 1932 HA 3000 32 36 108 21,80 49

Perimeter Angle; painted; 24 x 24 x 0,45 BPT 2424 HC 3050 24 36 109,80 21,60 48

All product specifications are subject to modifications without prior notice Please contact Internal Technical Sales group for further details.
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United Kingdom
Republic of Ireland

Armstrong World Industries Ltd.
Building Products Division
Armstrong House
38 Market Square
Uxbridge UB8 1NG

0800 371849 (UK)
1800 409002 (ROI)

Fax: +44 (0) 1895 274287

www.armstrong-ceilings.co.uk 
www.armstrong-ceilings.ie
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Other markets: www.armstrong-europe.com




